Ficha técnica del producto

Especificaciones

Groen  — "CENTRO DE CARGA QO
ZAPATAS PRINCIPALES 125 A,
1F. 3H 16SP NEMA 1 PoN"

Principal

QO116L125PG

Marketing Trade Name

QOD

Product Type

Provided Equipment

Opcionales
Tightening Torque

Load Center ((*))

Grounding bar

Tapa 20 Ib.in

Load Center Type

PoN Convertible Mains (lugs)

Rated Current 125 A
Number of Spaces 16
Max Short Circuit Current 65 kA
Rating

Maximum Number of Single Pole 24
Circuits

Maximum Number of Tandem 8
Breakers

Number of Phases 1 fase

Ground Bar

Grounding bar included (not installed) ((*))

Box Number 7
Height 531 mm
Width 362 mm
Depth 95 mm
Peso del producto 5.360 kg

Ambiente

Enclosure Rating

Ambient Air Temperature for
Operation

NEMA 1 interior

-5°C
40°C

Product Certifications

Unidades emabalaje

Registrado por UL

Unit Type of Package 1

PCE

Number of Units in Package 1
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Descargo de responsabilidad: Esta documentacion no ha sido disefiada como reemplazo, ni se debe utilizar para determinar la idoneidad o la confiabilidad de estos productos para aplicaciones especificas de usuarios



Package 1 Height 53.1cm
Package 1 Width 36.2cm
Package 1 Length 9.5¢cm

Package 1 Weight 6.804 kg

Oferta sostenibilidad

Estado de oferta sostenible

Producto Green Premium

Reglamento REACh

Conforme con REACh sin SVHC Si
Directiva RoHS UE Conforme
Sin metales pesados téxicos Si
Sin mercurio Si

Informacion sobre exenciones
de RoHS

Normativa de RoHS China

Declaracion proactiva de RoHS China (fuera del alcance legal de RoHS China)

Comunicacion ambiental

sepsid

er
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https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=QO116L125PG_REACH_DECLARATION&p_FileName=QO116L125PG_REACH_DECLARATION_MX_es-MX.pdf
https://download.schneider-electric.com/files?p_Doc_Ref=QO116L125PG_ROHS_DECLARATION&p_FileName=QO116L125PG_ROHS_DECLARATION_MX_es-MX.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=QO116L125PG_ROHS_DECLARATION&p_FileName=QO116L125PG_ROHS_DECLARATION_MX_es-MX.pdf
https://download.schneider-electric.com/files?p_enDocType=Declaration+of+Conformity+%28Sustainability%29&p_Doc_Ref=QO116L125PG_ROHS_CHINA_DECLARATION&p_FileName=QO116L125PG_ROHS_CHINA_DECLARATION_MX_es-MX.pdf
https://download.schneider-electric.com/files?p_enDocType=Environmental+Disclosure&p_Doc_Ref=ENVPEP2101006
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Dimensiones
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All dimensions are approximate.
Also seetechnical drawings and/or documentation.
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Diagrama de cableado

A
— | e |
— o— |
— | e |
11— ® S
— — o [
R I
11— e —_— [

QOT16L125PG

Reemplazo(s) recomendado(s)
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